Heating greenhouses results in higher productivity and better quality of the produced crops mainly in Northern climates. Apart of conventional fuels already used for heating them, renewable energy sources are expected to play an important role in the near future. Among them solar energy, geothermal energy and biomass have been used in various greenhouses all over the world. A successful operation of a greenhouse cultivated with flowers during 2012-2014 in Crete-Greece heated with olive kernel wood proves that this solid fuel is a cheap energy source which can cover all the heating needs of the greenhouse lowering at the same time its CO2 emissions due to energy use. Olive kernel wood is an endogenous, renewable and CO2 neutral energy source in areas where olive trees grow. Additional installation of a Photovoltaic system in the greenhouse already heated with solid biomass in Crete will result in zeroing its CO2 emissions due to energy use in it. Since the heat demand in the greenhouse is much higher than the electricity demand, replacement of fossil fuel with a renewable fuel results in significant decrease of CO2 emissions due to energy use.
Introduction
Growth of high quality vegetables in greenhouses in Northern climates is connected with the creation of optimum growth conditions including optimum temperatures. Due to severe environmental problems caused by fossil fuels there is an increasing interest to use renewable endogenous energy resources for heating them particularly if they are cost effective. Among renewable energies the most important for providing the necessary heat in the greenhouses are solar energy, geothermal energy and biomass, (Sethi et.al., 2008 , Vourdoubas, 2004 . In areas where olive trees grow a traditional fuel used for heating is the olive kernel wood which is a byproduct of the olive kernel oil producing industry. This solid fuel is used since many decades and its low price, local availability and good combustion characteristics make it very attractive. Therefore it is broadly used for heating in buildings, in small and medium enterprises and in greenhouses replacing heating and fuel oil (Vourdoubas, 1999) . The severe economical crisis in Greece the last five years has increased substantially the price of heating oil which has resulted in its replacement with alternative fuels in many cases. In Crete-Greece the cultivation of many millions olive trees makes available the production of solid biomass based on olive trees like olive firewood, olive tree cuttings and olive kernel wood. Current price of olive kernel wood in Crete compared with its heating value makes it very attractive as substitute of fuel and heating oil. At the same time since olive kernel wood is a renewable energy source its use in greenhouses results in a large reduction of CO2 emissions due to energy use in them. Greenhouses in Crete apart from using solid biomass for covering all their heating needs can also use solar energy with Photovoltaic cells for covering their electricity needs. Generation of electricity from PV cells is cost effective today and the legal framework in Greece for their use in greenhouses with net-metering exists.
Use of Various Renewable Energy Sources for Heating Greenhouses
Among various renewable energy sources, solar energy, geothermal energy and biomass have already been used for heating greenhouses. Solar energy has been used mainly with passive systems and energy storage (Santamouris et.al., 1994) . Geothermal energy has been used directly (hot fluids with temperatures 50-100 o C (Bakos et.al., 1999) or indirectly with low enthalpy heat pumps (Esen et. al., 2013) . Geothermal energy has also been used for cooling greenhouses during the summer with buried tubes inside the ground (Santamouris et.al.1995) . Finally biomass has been used for heating greenhouses either in gaseous form (biogas) (Jaffrin et. al., 2003) or in solid form (various wood products and byproducts) (Vourdoubas, 1999) . Heating needs of greenhouses depend on their construction, on the local climatic conditions and on the cultivated crop. The abovementioned renewable energy sources can cover part or all their heating needs. Which renewable energy source will be used depend on its availability, its relative price, the initial investment cost, the heating needs of the greenhouse and the possibility of covering part or all of them as well as from other factors. The combination of the abovementioned renewable energy sources can also result in covering all the heating needs of the greenhouse.
Solar Energy
Many types of passive solar systems have been used for heating greenhouses (Santamouris et.al, 1994) . According to the characteristics of the heat storage system they are categorized as greenhouses with: a) Heat stored in water b) Heat stored as latent heat in various materials c) Heat stored in rock bed d) Heat stored in buried pipes These passive solar systems can only cover part of the energy needs and can achieve temperatures 3-20 0 C higher than the minimum outdoor temperature. A survey and evaluation of various heating technologies (Sethi et.al, 2008) proves that solar technologies can cover significant part of the heating needs of greenhouses. The operation for two years of an experimental passive solar greenhouse of 1,000 m 2 has shown energy gains equal to 35% of the annual heating requirements (Santamouris et.al, 1994) . A literature investigation of various passive solar greenhouse classifies them in three categories according to the phase change materials used (Kurklu, 1998) . These phase change materials (salt hydrates, paraffins, polyethylene glycol) can be used both for energy storage and humidity control in the greenhouses. Passive solar systems can also be used for covering the cooling needs of greenhouses (Santamouris, et.al., 1995 , Chou et. al., 2004 . The operation of a passive solar greenhouse with buried pipes has shown that it lowers the heating needs during the winter and its cooling needs during the summer. The investigation of the energy behavior of a greenhouse equipped with PV cells has been implemented in New Delhi , India ( Nayak et.al. ,2008 ) . The PV cells were integrated in the south wall of the greenhouse and heat and electricity were generated. The heat was convected inside the greenhouse and the electricity was stored in batteries. The overall results during its operation were satisfactory. An exegetic analysis of a greenhouse cooled by an earth to air heat exchanger powered by a solar photovoltaic cell was studied in Izmir, Turkey (Yildiz, et.al. 2001) . In this greenhouse significant part of its cooling requirements were covered by solar and geothermal energy.
Geothermal Energy
Geothermal energy can be used either directly utilizing warm fluid at approx 50-80 o C or with low enthalpy heat pumps. A greenhouse heated with geothermal fluid of approx 100 o C in Northern Greece has been used for cultivation of roses and an inside temperature of 20 o C was required. The used geothermal fluid with mass flow rate of 42 tons/h and temperature of 95 o C was maintaining an inside temperature of 20 o C when the outside temperature was 7 o C. The installed geothermal space-heating system of 2.26 MWth was covering all the heating needs of the greenhouse of 10.000 m 2 (Bakos et. al, 1999) . Another greenhouse operating in Izmir, Turkey using a solar -assisted vertical ground -source heat pump has been reported by (Ozgener et.al, 2007) . For ambient temperatures of 5.8-12.5 o C the inside temperatures were 15.8-22.5 o C. The COP of the heat pump was varying between 2 and 3.13 and it was proved that the heating system was operating satisfactorily without serious defects. A greenhouse heated with low enthalpy geothermal water with temperature of 28 o C which was circulated in plastic pipes placed on the ground was studied in Argentina (Adaro et.al., 1999) .
Experimental operations during three years period have shown satisfactory results regarding its space heating with low temperature geothermal water. The energy behaviour of a greenhouse equipped with a heat pump for heating, cooling and dehumidification was studied in Bangkok. The heat pump was achieving day temperature of 27 o C and night temperature of 18 o C having COP 1.2-4.0.
Biomass
The experimental investigation of a combined heated system with biogas, solar energy and ground-source heat pump has been reported in Elazig, Turkey (Esen et.al., 2013) . Biogas was produced in situ using cow manure and the reactor was heated using solar energy. The project aimed to prove that a combination of various renewable energy sources like biogas, solar energy and low enthalpy geothermal energy can be used for the effective heating of a greenhouse. During the experimental operation of the greenhouse the outside air temperature was varying between 0 o C and 13 o C, the ground temperature between 8 o C-11 o C and the inside air temperature in the greenhouse was kept at 23 o C. The possibility of heating greenhouses with biogas with simultaneous enrichment of the inside air with CO2 was investigated in France. The exhaust gases after burning the biogas were injected inside the greenhouse where roses were cultivated. During the experimental period of 24 months high productivity was obtained and the gains due to better productivity were higher than the heating cost reduction due to biogas use. This method offers the possibility of greenhouses construction nearby landfill sites and use of the produced biogas in the greenhouses. Heating greenhouses in Crete with olive kernel wood has been presented (Vourdoubas, 1999) as well as a multicriteria comparison of heating them with solar energy, geothermal energy and solid biomass (Vourdoubas, 2004) . Possibilities for zeroing CO2 emissions from greenhouses due to energy use has been presented (Vourdoubas , 2009) as well as the current use of olive kernel wood in Crete for heat production (Vourdoubas, 2015) . Renewable energy sources which have been used for covering energy needs in greenhouses are presented in table 1. 
Characteristics of Olive Kernel Wood
Olive kernel wood is a byproduct of the olive kernel oil producing industry and its annual production in Crete Greece is approx 110,000 tons. Biomass fuels including olive kernel wood cover currently 8.5 % of the energy needs of Crete (Zografakis, 2005) . Its current price is 0.08 €/kg and its heating value is 4,051 Kcal/kg (16.96MJ/Kg). It is easily transported from the production plant to the consumption site since its form is granular. In table 2 olive kernel wood chemical compositions is presented. The price of olive kernel wood is low compared with other energy sources in Crete. However its burning efficiency is lower than the corresponding efficiency of fuel or heating oil. In Table 3 the current price of olive kernel wood together with the prices of other energy sources in Crete are presented. Heating of the greenhouse is required for many months during the year. The power of the heating system is 750 KW. The annual average consumption of olive Kernel wood the last three years is estimated at 220 tons/year with heating value of 8.91x10 9 Kcal (1,035,099 KWh ). The average annual heat demand of the greenhouse is estimated at 220 KWh /m 2 •year. The greenhouse is fully automatic including aeration, humidity and irrigation control as well as cooling during summer and it uses electricity for the operation of various machinery. The efficiency of the heating system and the hot water distribution system is estimated at 70% depending on the regular cleaning and maintenance of the boiler. Since the existing system covers all the heating needs of the greenhouse it does not use any additional heating system. The annual consumption of electricity is estimated at 48,500 KWh and it corresponds to a specific consumption of 14 KWh/m 2 •year. The characteristics of the greenhouse are presented in Table 5 
Use of a Photovoltaic System for Zeroing the CO2 Emissions in the Greenhouse Due to Energy Use
Since solid biomass is used instead of fossil fuels for heating the greenhouse, the only CO2 emissions due to energy use are created because of the electricity consumption. Solar irradiance in Crete is rather high and the monthly and annual solar irradiance in Chania Crete is presented and in Table 6 . The used electricity from the grid can be substituted with PV-solar electricity fed into the grid. Installation of a PV system in the abovementioned greenhouse connected with the grid can generate annually the same electricity that the greenhouse consumes. Therefore an offsetting of the fossil fuel generated electricity of the grid and used in the greenhouse can be obtained since the P.V. system will generate annually the same amount of electricity which will be fed in to the grid. It is estimated that a PV system with nominal power of 32.3 KWp in Crete can generate annually 48.500 KWh (Kagarakis, 1987) , Since the greenhouse uses the same amount of grid electricity that the PV system generates and feeds to the grid , there is not any net grid electricity consumed. Alternatively an autonomous PV system can generate the electricity consumed in the greenhouse but since electricity storage is needed the cost of such a system is substantially higher than in the previous case of the interconnected with the grid PV system. The cost of such a system in Greece currently is estimated at 45,000 Euros.
Environmental Considerations
Since olive kernel wood is a CO2 neutral fuel its use for heating the abovementioned greenhouse results in less CO2 emissions due to energy use. If instead of solid biomass, fuel oil was used then significant amounts of CO2 were going to be emitted. It is estimated that if in the same greenhouse fuel oil was used it would result in the emissions of 279 tons of CO2 annually. Additional CO2 emissions are created due to the use of electricity in the greenhouse. It is estimated that 39 tons/year of CO2 are emitted due to electricity consumption in it. Therefore the use of solid biomass and PV electricity in the greenhouse will save 318 tons of CO2 annually, zeroing its emissions due to energy use.
Conclusions
Renewable energy sources are expected to find more applications in the daily life the coming years. Among then their use in heating greenhouses is going to increase since many of renewable energies technologies are cost effective and environmentally friendly. Various studies for using solar energy, geothermal energy and biomass have been implemented and various commercial applications already exist. Operation for three years (2012) (2013) (2014) in Chania Crete Greece of a commercial greenhouse for flowers cultivation using olive kernel wood as fuel for covering all its heating needs has proved its reliability and profitability. Olive kernel wood, a local endogeneous and CO2 neutral solid biomass source in Crete, is cheap compared with its heating value. Its current price in Crete is lower than the prices of other fuels including electricity. The investment cost of the described heating system is significantly lower than a corresponding heating system using low enthalpy geothermal heat pump which also can cover all the heating needs of the greenhouse. The fuel is easily transportable from the producing factory to the greenhouse and it is easily handlable. Electricity consumption corresponds to 4.69% of total annual energy needs of the greenhouse, therefore the demand of heat which corresponds to 95.31 % of the energy needs, is much higher than its electricity demand. The fact that a renewable and CO2 neutral energy source is used for heating the greenhouse results in a significant decrease of CO2 emissions due to energy use. Future use of photovoltaic cells in the greenhouse will generate all the electricity which is demanded in it and the cost of such a system is not prohibitive. The combined use of solid biomass for heating and of solar-PV cells for electricity generation will result in the production of flowers with zero CO2 emissions due to energy use.
